
Glaval Bus
Form 822-GL-SQO-01-02
V22-6-15A  Revised: 6/15/2022

 Last Update 
6/15/22 

2023 COMMUTE - PRIMETIME - TITAN II - UNIVERSAL
PRICE & ORDER FORM

TO ADD FACTORY PDI TO THIS ORDER ENTER
  YES HERE:

Date: NO 

ORDER#:

FR SHORT VIN:

DAX SO #:
 Shipping Method:

Dealer Code Number:    Shipping Location:

Dealer Name:    Address:
Address: City/State/ZIP Code:

City/State/ZIP Code:    Phone:
Dealer Contact:    Contact:

Phone:  Payment Method:
Dealer Contact Email:    Order Quantity: Dealer P.O. Number:

Glaval Sales Rep:  End User Name:
Glaval Print #:  Chassis Releasing Dealer:

 FIN CODE if applicable:

CHASSIS V.I.N. KEY CODE: 2024

Passenger Seat Fabric:
Driver Seat Fabric:

Co Pilot Seat Fabric:

CUSTOM GRAPHICS: ENTER THE GRAPHICS AND VENDOR INFORMATION IN THE BOX BELOW:

*Model 25 with 190" wheelbase required for 25 passenger unit. Limited Options and Requires Engineering Approval

V22-6-15A

GNJ005924

SB0051325
DPU

LEWIS BUS GROUP
0021832

8/11/2023

3808 S. 300 W

SCOTT MAMONE

SOUTH SALT LAKE, UT 84115

This area is reserved to enter contract names or fleet 
names, template names, etc.

ROY@LEWISBUSGROUP.COM

AK889

1

118319T

13 PASS 72 INT LUG 159 177 FRB

COD 

OLATHE / MOLLE

 ARE FTA FUNDS USED?    ENTER YES OR NO HERE:

801-244-3798
JASON MORGAN

DIAMOND AIRPORT SLC  13P CHEVY 

#207 Leathermatte Adriatic Blue

FOR AIRPORTER ORDERS ENTER DUAL DOOR HERE:

CHASSIS INFORMATION FOR ORDER
CHASSIS YEAR:1HA6GUB72PN016250 V4956

#207 Leathermatte Adriatic Blue

Special Order Chassis Options:

SEAT COLOR & EXTERIOR GRAPHIC INFORMATION REQUIRED

Drop Ship Chassis Details Needed: 
Shipping Dealer, VIN, Options

MODEL INFORMATION

N/A

NONE

If Alternate Fuel Conversion, Enter Fuel Type Here:

Uncontrolled When Printed



Glaval Bus Form 822-GL-SQO-01-02 Revised:6/15/2022

ORDER#: 118319T
**Model 25 with 176" wheelbase requires approval for paratransit applications.
***Model 27 with 208" wheelbase has Limited Options and Requires Engineering Approval
NON-RETRACTABLE SEAT BELTS ARE STANDARD EQUIPMENT - NO DELETIONS ALLOWED
Pricing and specifications are subject to change without notice - COD or approved financing only - FOB Goshen, IN 

Code Qty

CHASSIS PRICING 1
CHASSIS PRICE ADDED DELETES "C" FROM MODEL CODE 1
NET CHASSIS PRICE (CHASSIS PRICE LESS DISCOUNTS) 1
TITAN II - CHEVROLET 14,200 GVW CONVERSION ONLY PRICING 1
Titan II 24 159" WB 6.6L V-8 Gas Engine G 9105 1

1

1
1
1

ST 99 1
ST 99 1

1
ST 99 1

1
05 STD 1

1
05 STD 1
05 STD 1
05 STD 1
05 STD 1
05 STD 1

1
05 STD 1
05 STD 1
05 STD 1

1

05 2340 1

05 2623 1
05 99 1
05 2649 1
05 8005 1
05 8606 1

1

1

1

1
05 104315 1

1

05 99 1
1

05 20088 1
05 20089 1
05 8789 1

1
05 STD 1
05 8679 3

HEATERS

INTERIOR ADVERTISING RAILS BOTH SIDES WIDTH TO ACCOMMODATE 11"

SIDEWALL / REARWALL / CEILING

WARRANTY

ENVIRONMENTAL CONTROL

Front Mud Flap (1), Passenger Side Only (to be used with Running Board) - NOT 
AVAILABLE ON FORD TRANSIT

Rear wall:  Grey Padded Vinyl
Ceiling:  Grey Padded Vinyl

CHASSIS 

Stainless Steel Wheel Insert, set of 4 ( 2 front & 2 rear) Ford E & GM

FLOORING - WHITE NOSING IS STANDARD

Exterior Mirror Set, Remote/Heated w/LED Turn Signal in Mirror Glass 

Hot Water Heater, 70K BTU Floor Mounted  SMART HEATER 
MISCELLANEOUS

Valve Stem Extender Inner Dual Rear Wheel, pair 

ELECTRICAL SYSTEM

Mor-Ryde RS Suspension (SUBJECT TO WEIGHT ANALYSIS APPROVAL)

TRANS/AIR AIR CONDITIONING SYSTEMS

SPECIAL BUILD OPTIONS 

The warranty coverage on any modification, added equipment, accessories, or 
parts assembled onto this vehicle by Forest River is not Warranted by General 
Motors or, in the case of a service contract, is not provided by General Motors 
or its affiliates.

Optional Glaval 5 Year / 100,000 Mile Limited Warranty

Heavy Duty Anti-Slip Aluminum Running Board on Driver Side (Large) (NOT 
AVAILABLE ON FORD TRANSIT)

5/8" MarineTech Plywood Floor

TRASH GUARDS BEHIND ALL PERIMETER SEATING

Driver Area:  Grey Padded Vinyl

Sidewall:  Grey Padded Vinyl

Under Seats:  Gerflor Sirius NT #6801 Graphite (Black)

Cove Flooring on Sidewall to Seat Track

Intermotive Flex Tech Electrical System

Aisle:  Gerflor Sirius NT  #6801 Graphite (Black) 

Switch Panel Located on Engine Cover 
Window Ajar Alarm Buzzer on Egress Window, each

Electric Water Shut Off Valves For Rear Floor Heater
Heater Booster Pump - does not include electric valves

ELECTRICAL
Perimeter Seating Heater Kit: Adapts Heater for Kick Panel Applications

DUAL COMPRESSOR SYSTEMS CEILING MOUNT EVAPORATOR

TA 733 SUPER 70K -    TA73 EVAP  -  SMC3L COND  -  10 C.I.D. COMP 
(SELECT CHASSIS/ENGINE BELOW)

TA733 SUPER 10  GM 6.6 LITRE GAS ENGINE

uncontrolled when printed Page 2 of 8 2/27/2024   1:35 PM



Glaval Bus Form 822-GL-SQO-01-02 Revised:6/15/2022

ORDER#: 118319T
05 2029 1
05 22101 1

STD 1
1

05 20115 1
1

4" Round Flush Mount LED Entry Door Exterior Light 06 20130 1
05 20132 1
05 2855 1
05 20139 1

1
05 8810 1

1
NOTE 1

05 8822 1
05 20160 1

1
1

05 20163 1
05 2241 1

1
05 20202 1

1
05 8089 1
05 20263 1
05 8091 1
05 20267 1

05 STD 1

05 20276 1
05 8155 3
05 20282 1
05 8154 1
05 20286 1
05 20287 1
05 20288 2
05 20289 1

1
05 99 1

STD 1
05 8130 1

STD 1
1

05 2064 1
1

05 2043 1
1
1

05 20312 5
05 20313 3

1
05 2074 13

1
05 2407 5
05 2144 13

1
05 2086 13

1
1
1
1
1
1

CHEVY OEM RADIO ORDERED ON CHASSIS

Low Back Single Seat
Low Back Double Seat

Seat Belt, Non-Retractable  ****STANDARD ITEM -  ENTER QUANTITY

NET CHASSIS PRICE (SHOW ALL DISCOUNTS AT TOP) 

MISCELLANEOUS

PRODUCTION SURCHARGE 

Seat Cover - Level 4 Ice Pinstripe; Mor-Care; Leathermate

SEAT BELTS

Wiring Diagram "AS BUILT" ON USB Flash Drive

Front Illuminated ID Sign (no lettering)

Laminated Wiring Schematic ***AS BUILT***  ON ELECTRICAL PANEL DOOR

Kick Panel Light (see floorplan for placement)
Kick Panel, Under Seat - Each (Perimeter Seating)

SHIELD Recliner(GM&Ford), RH Arm, 4 Position Lumbar, Mesh Pocket

STD RIGID SEATS

CONVERSION ONLY PRICE TOTAL

GLAVAL DISCOUNT

PASSENGER SEAT FABRICS

SEAT OPTIONS

"NO SMOKING" Sign

Decal "Please Watch Your Step"

SEATING - PASSENGER

SEATING - DRIVER

FREEDMAN SHIELD DRIVER SEAT FABRICS

GRAB RAIL / STANCHION / PANELS

LUGGAGE RACK / STORAGE

Stanchion and Modesty Panel at Entry Door

DOORS / HATCH / WINDOWS

Passenger Door  Electric (standard)

INTERIOR LIGHTS

AUDIO / VISUAL

Battery Box and Tray 

DESTINATION SIGNS/I.D. SIGN/FRONT VIEW WINDOW

EXTERIOR LIGHTS

Door Activated Interior Lights

(2) LED 7" Round Red Lights on Rear, work with brake lights
Independent RED Brake & AMBER Turn Signal Lights

Armoured Marker Lights

CHASSIS HANDLING FEE

Back-Up Alarm  SAE Type C 97 db(A)

Ground Plane for 2-Way Radio, Pull Cord, Conduit Terminates B Pillar Floor
4 Speakers with Wire to Chassis OEM Radio (if supplied)

Electric Entry Door is Standard.  Add Option #2056 if Manual is Desired

Passenger Door 42" ROUGH OPENING (OPTIONAL)

72" Interior Luggage Rack, 2 Shelves 

Red Light Over Emergency Exit Ea:  ON:

Emergency Triangle Kit

5 Lb Fire Extinguisher
SAFETY OPTIONS

EGRESS WINDOWS 

Decal Vehicle Height Sticker 

White "Standee" Line

Interior Convex Mirror  6"x9"

Left Hand Entry Vertical Grab Rail - 1 1/4" 

STANDARD ROSCO STSK4750 BACK-UP CAMERA SYSTEM W/ 7" REARVIEW 
MONITOR / MIRROR COMBO

Ceiling Grab Rail   - Install on Both Sides

1 1/4" Dual Entry Grab Rails Parallel to Entrance Steps (both sides)

Decal - Please Stand Behind White/Yellow Line When Vehicle is in Motion
Decal "Please Fasten your Seat Belt"

25 Unit First Aid Kit

Driver Seat Cover - Level 4  Ice Pinstripe; Mor-Care; Leathermate

uncontrolled when printed Page 3 of 8 2/27/2024   1:35 PM



Glaval Bus Form 822-GL-SQO-01-02 Revised:6/15/2022

ORDER#: 118319T
DEALER PICK UP FEE

TOTAL 0

REQUESTED COMPLETION DATE:

REQUESTED DATE APPROVED:

RESCHEDULED COMPLETION DATE:

_______________________________________________________

AUTHORIZED DEALER SIGNATURE

_______________________________________________________
AUTHORIZED GLAVAL SIGNATURE

THANK YOU FOR YOUR ORDER!

DATE

DATE

PLEASE SUBMIT FLOORPLAN WITH ORDER

Forest River will use its best efforts to fill orders it accepts as promptly as practicable. Manufacturer shall not be liable for any delay or 
failure to deliver product caused by labor disruption, parts disruption, labor and parts shortages, any other shortages, civil strife, acts of 
God, and causes beyond the control of the Manufacturer. Forest River reserves the right to amend the invoice price prior to delivery of 

the product to dealer due to inflationary market conditions resulting in significant cost fluctuation.

uncontrolled when printed Page 4 of 8 2/27/2024   1:35 PM
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EXTERIOR MIRRORS

  STANDARD FEATURES

GLAVAL

5.2mm THICK LUAN IS SECURED BY FASTENERS TO EACH ROOF BOW, THEN A ONE-PIECE .040" THICK FRP ROOF IS BONDED 
WITH ADHESIVE TO THE LUAN.  EXTRA REINFORCEMENT AT THE ROOF RADIUS IS PROVIDED BY A .050" THICK BLACKBOARD.

EXTERIOR SIDEWALL & SKIRT METAL

.024" THICK PRE-PAINTED GALVANIZED STEEL SIDEWALL METAL  AND SKIRTS. SIDEWALL IS LAMINATED USING A REACTIVE, 
CROSSLINKED STRUCTURAL HOT MELT ADHESIVE TO THE STEEL FRAME USING HIGH PRESSURE PINCH ROLLERS TO ENSURE 
A SOLID BOND.

EXTERIOR REAR BUMPER

A HEAVY DIE-FORMED STEEL BUMPER WITH TOP AND BOTTOM REINFORCING RIBS AND BLACK POWDER COAT PAINT IS 
INSTALLED USING 316 STAINLESS STEEL BOLTS.

ROSCO ACCUSTYLE MANUAL EXTERIOR BREAKAWAY MIRRORS ARE USED.  SINGLE DOOR CHASSIS HAVE CHASSIS MOUNTED 
DRIVER SIDE AND USE THE ROSCO PATENTED FENDER MOUNT CURBSIDE.  OVERALL HEAD SIZE IS APPROXIMATELY 7" X 14" 
WITH A FLAT LENS 7"W X 10"H AND CONVEX LENS 7"W X 4"H (BOTH APPROXIMATE).  A FULL ARRAY OF POWER, HEAT AND 
TURN SIGNAL OPTIONS IS AVAILABLE.  ALTERNATE BRAND MIRRORS MAY BE AVAILABLE AT AN ADDITIONAL CHARGE - CHECK 
WITH YOUR GLAVAL REPRESENTATIVE

EXTERIOR FRONT CAP & BODY WINGS

FIBERGLASS FRONT CAP WITH RECESSED MOUNTING FOR THINLINE AMBER RECTANGULAR L.E.D.MARKER/CLEARANCE 
LAMPS.  FRONT FIBERGLASS CURBSIDE WING WITH LARGE 361 SQ. IN. VIEWING WINDOW TINTED AS-2 PER FMVSS 
REGULATIONS.  FRONT STREETSIDE FIBERGLASS WING MATING TO CHASSIS "B" PILLAR.

EXTERIOR REAR ONE-PIECE CAP

ONE-PIECE FIBERGLASS REAR CAP WITH ANTI-RIDE FEATURE, RECESSED MOUNTING FOR 4" ROUND L.E.D. GROMMET MOUNT 
STOP/TAIL/TURN AND BACK UP LAMPS. RECESSED MOUNTING FOR  5 EACH THINLINE RED SURFACE MOUNT  L.E.D. 
MARKER/CLEARANCE LAMPS.  INCLUDES A 30" X 48" NOMINAL REAR EGRESS WINDOW AS STANDARD.

COMMUTE - PRIMETIME - TITAN II - UNIVERSAL

EXTERIOR ROOF

EXTERIOR STANDARD FEATURES / ITEMS

EXTERIOR LIGHTING

L.E.D. THINLINE RECTANGULAR FRONT & REAR CLEARANCE & MARKER LAMPS (5 FRONT AMBER, 7 REAR RED), L.E.D. RED 
STOP/TAIL AND TURN SIGNAL/RUNNING LAMPS, L.E.D. BACK UP LAMPS, L.E.D. LICENSE PLATE LAMP.  2 OF THE 7 THINLINE RED 
LIGHTS ARE SURFACE MOUNTED ON THE REAR SKIRT(OPTIONAL ARMORING IS AVAILABLE). THE OTHER 5 ARE INSTALLED IN 
THE REAR CAP RECESSES.  AN ADA COMPLIANT SURFACE MOUNTED EXTERIOR ENTRY DOOR LIGHT IS NOW STANDARD WITH 
OPTIONAL CHOICES AVAILABLE.  LIGHT SUPPLIER IS GLAVAL OEM - OPTIONAL BRANDS MAY BE AVAILABLE AT ALTERNATE 
PRICING - CHECK WITH YOUR GLAVAL REPRESENTATIVE
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  STANDARD FEATURES

GLAVAL

COMMUTE - PRIMETIME - TITAN II - UNIVERSAL

    

DRIVER OVERHEAD AREA

GERFLOR SIRIUS NT 2.25mm THICK GRAPHITE (BLACK) UPGRADE, PVC FLOORING IS INSTALLED USING A HIGH TEMPERATURE, 
PLASTICIZER RESISTANT ADHESIVE, THEN ROLLED WITH A HEAVY WEIGHT TO REMOVE ANY AIR BUBBLES.  ALL SEAMS ARE 
HEAT WELDED TO FORM A VIRTUAL ONE-PIECE PASSENGER AREA COVERING COVED TO BOTTOM OF SEAT TRACK.  WHITE 
STEP NOSING IS STANDARD.  YELLOW IS AVAILABLE AS AN OPTION.

ENTRY GRAB RAILS & STANCHION PANELS

A VERTICAL STAINLESS STEEL GRAB RAIL IS INSTALLED ON THE LOWER LEFT HAND SIDE OF THE ENTRY STEPS.  A MODESTY 
PANEL/STANCHION ASSEMBLY IS INSTALLED AT THE TOP OF THE ENTRY STEPS ON THE LEFT HAND SIDE OF THE ENTRY WAY 
AND A STAINLESS STEEL GRAB RAIL IS INSTALLED FROM THE ENTRY WAY WALL TO THE VERTICAL STANCHION AT THE END 
OF THE ENTRY STEPS.  A GREY PADDED VINYL MODESTY PANEL IS STANDARD.

INTERIOR LIGHTING

L.E.D. PASSENGER DOME LAMPS (THE QUANTITY VARIES WITH BODY LENGTH), L.E.D. DRIVER OVERHEAD DOME LAMP, L.E.D. 
ENTRY STEP LAMPS.  LIGHT SUPPLIER IS GLAVAL OEM - OPTIONAL BRANDS MAY BE AVAILABLE AT ALTERNATE PRICING - 
CHECK WITH YOUR GLAVAL REPRESENTATIVE

PLYWOOD SUB-FLOOR DECKING

5/8" THICK MARINE-TECH PLYWOOD IS INSTALLED OVER THE FLOOR STEEL STRUCTURE AFTER THE APPLICATION OF A 
STRUCTURAL ADHESIVE ON ALL FLOOR STRUCTURE PARTS.  THE PLYWOOD IS HELD IN PLACE UNTIL THE ADHESIVE CURES 
BY COUNTERSUNK SELF DRILLING #14 SCREWS

INTERIOR & STEP FLOORING

GREY PADDED VINYL DRIVER OVERHEAD PANEL, ELECTRICAL COVER PANEL & ACCESS DOOR, ENTRY DOOR AND "B" PILLAR 
COVERING.  PANELS ARE SECURELY ATTACHED TO FRAME COMPONENTS USING FASTENERS.

INTERIOR STANDARD FEATURES / ITEMS

SIDEWALL/CEILING TRANSITION PANELS 

ATTRACTIVE CONVEX RADIUS DIE FORMED ALUMINUM TRANSITION PANELS ARE COVERED WITH GREY VINYL AS THE CEILING 
AND REAR WALL.  THE PANELS ARE HELD IN PLACE BY AN EXTRUDED ALUMINUM "J" RAIL THAT IS ANODIZED WITH AN 
ATTRACTIVE, GLARE-FREE SATIN FINISH.  PANELS STAY IN PLACE BUT CAN BE REMOVED WITHOUT TOOLS FOR ANY SERVICE 
WORK NEEDED. PANEL ENDS ARE NEATLY TRIMMED OUT WITH GREY THERMOFORMED PLASTIC.

CEILING AND REAR WALL

5.2mm THICK LUAN IS ATTACHED TO STRUCTURE WITH FASTENERS.  GRAY PADDED VINYL IS INSTALLED WITH AN ADHESIVE 
TO THE LUAN.  

UPPER INTERIOR SIDEWALL

5.2mm THICK LUAN IS ATTACHED TO STRUCTURE WITH FASTENERS.  GRAY PADDED VINYL IS INSTALLED WITH AN ADHESIVE 
TO THE LUAN.  
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  STANDARD FEATURES

GLAVAL

COMMUTE - PRIMETIME - TITAN II - UNIVERSAL

    

PASSENGER WINDOWS

PASSENGER ENTRY DOOR
36" WIDE ROUGH OPENING WELDED ENTRY ASSEMBLY.  A&M MANUFACTURING PRODUCED ENTRY DOOR LEAVES AND A&M 
ELECTRIC DOOR HEADER MECHANISM (MANUAL IS AVAILABLE - OPTIONS MAY DICTATE DIFFERING DOOR SIZE).  FULL 
HEIGHTH 1/8" THICK TEMPERED SAFETY GLASS IN EACH DOOR LEAF IS FMVSS COMPLIANT AS-2 TINTED.  LEAF FRAMES ARE 
INTERLOCKED ALUMINUM EXTRUSIONS WITH TOUGH, CLEAR COAT ANODIZED 204 R1 RATED FINISH FOR CORROSION 
PROTECTION AND INTEGRATED, OVERLAPPING FLEXIBLE SEALS (APPROXIMATELY 2.5" EACH). FRONT LIFT 138/139" WB 
MODELS CAN ONLY USE A 32" WIDE DOOR.

 STANDARD DOOR AND WINDOW INFORMATION

36" TALL X 36" WIDE UPPER T SLIDE WINDOWS TINTED TO FMVSS COMPLIANT AS-3 USING 3mm THICK GLAZING THAT 
PROVIDES 23% VISIBLE LIGHT TRANSMITTANCE, MOUNTED IN AN ALUMINUM EXTRUDED FRAME THAT IS BLACK POWDER 
COATED.  36" HIGH X 24" WIDE WINDOWS MAY BE NECESSARY AS "FILLERS" ON CERTAIN BODY LENGTHS TO MAXIMIZE 
PASSENGER VIEWING AREA.  A REAR 30" TALL X 48" WIDE (NOMINAL) EGRESS WINDOW.  FMVSS 217 COMPLIANT SIDE EGRESS 
WINDOWS ARE SUPPLIED. 1 PER SIDE IS STANDARD, BUT PASSENGER COUNTS MAY REQUIRE ADDITIONAL WINDOWS TO BE 
ORDERED.  CHECK WITH YOUR GLAVAL REPRESENTATIVE.
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